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Advantages

Applications

8192x4 /8192x2 pixels high resolution

100/150kHz(2 line),100 frequency at full resolution 

Support FFC, DPC, ROI,BIN

Support analog gain control

Support 8 sets of user parameters

kHz(4 line) 

Camera Link Base to Deca

Dimensions

8K Line Scan Camera

Scratch detection in surface inspection

Solder joint inspection in PCB

Control of damages in rail inspection

Character recognition in postal sorting

技术参数

产品优势

应用领域

8192x2 / 8192x4 pixels高分辨率

100/150kHz ,100kHz 全分辨率高速行频 

支持2线/4线 TDI方式

支持8组FFC参数保存

支持模拟增益调节

8用户配置空间

(2线) (4线)

Camera Link Base, Medium, Full, Deca

产品结构

8K 高速线阵扫描工业相机

Heat sinking only available for 4 line.

CMOS

8192x2 

支持2x2BIN模式

>70%@580nm

2线模式>60dB

100/150 kHz

8bit/10bit/12bit

x1-x5

3 s-3000 sμ μ

Free Run, External Trigger

Camera Link Base, Medium, Full, Deca

Hirose, HR10A-7R-6PB

12~24V DC

<8.5W

310g 

黑白

全局快门

5μm x 5μm

0℃~50℃

-55℃~70℃

产品型号

传感器类型

分辨率

黑白/彩色

快门类型

像元尺寸

量子效率

动态范围

全分辨率行频

数据深度

模拟增益

数字增益

曝光时间

外触发模式

光学接口

数据接口

电源/触发接口

输入电压

总功耗

尺寸(mm)

重量

工作温度

储藏温度

玻璃盖板检测
锂电池涂布检测
涂胶检测

印刷检测
太阳能电池检测
布匹检测

吉林省长春市经济技术产业开发区营口路77号孵化器B座 

IDG-8K4-M-CL

8192x4 

水平x2BIN, 垂直x4BIN

4线模式59dB

100 kHz
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470g 

(2线产品不带散热齿)

M58 x 0.75 F口 (选配) ,

x1-x10

76x76  x42 130x76  x42

<9.5W

Binning

Product model

Sensor type

Resolution

Binning

Color

Shutter type

Pixel size

Quantum efficiency

Dynamic range

Line frequency

Depth

Analog gain

Digital gain

Exposure time

External trigger

Optical interface

Data interface

Trigger interface

Input voltage

Power

Size

Weight

Working temperature

Storage temperature

Specification

IDG-8K2-M-CL

CMOS

8192x2 

2x2BIN mode

>70%@580nm

2-line mode >60dB

100/150 kHz

8bit/10bit/12bit

x1-x5

3.2 s-3000 sμ μ

Free Run, External Trigger

Camera Link Base, Medium, Full, Deca

Hirose, HR10A-7R-6PB

12~24V DC

<8.5W

310g 

Monochrome

Global shutter

5μm x 5μm

0℃~50℃

-55℃~70℃

IDG-8K4-M-CL

8192x4 

Horizontal x2BIN
Vertical x4BIN

4-  mode 59dBline

100 kHz

470g 

M58 x 0.75 F-Mount(Optional) ,

x1-x10

76x76  x42mm 130x76  x42mm

<9.5W

3.2 s-3000 sμ μ
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