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TECHNOLOGY

A7A20MK401E

7000 Series Cameralink Area Scan Camera

Cameralink interface,base mode, provide maximum 2.5Gbps effective bandwidth
Support soft trigger/hardware trigger/free run mode

Support multiple image formats/ROI/X reverse/Y reverse etc.

Conform to CameralLink V2.0 and GenlCam standard

Conform to GenCP V1.1 avscgoﬁya
Support external power supply “‘
Conform to CE/FCC/UL/RoHS certifications

Specifications

Sensor Sensor Type Shutter Resolution Frame Rate Bit Depth Interface M/C Pixel SizeSensor Size

ua

A7TA20MK401E  IMX304 CMOS Global 4096 x 3000 20 (85MHz, 3TP) 8/10  CameralLink M 3.45x3.45 1.1"
Model A7A20MK401E
Resolution 12MP
SNR >38dB
WD 70dB
GPIO 6pin Hirose port:1 Opto-isolated input/1 Opto-solated output/1 Configurable port
Clock 34M/51M/68M/8EM

Image Format

Mono: Mono8/10

Binning No
Decimation No

ROI Yes
Reverse X Yes
Reverse Y Yes
Gain X1~X32
ExposureTime 29uS~1S

Trigger Mode Soft Trigger/Hardware Trigger/Free Run
Image Buffer No

UserSets 2 UserSets

Dimension 29mm*29mm*43.8mm

Weight 80g

Power Supply PoCL or via Hirose port, range from 6 to 26V
Power Consumption ~2.4W

Lens Mount C

Temperature Storage: -30C~+80TC; Operation: 30 C~+50T
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Zhejiang HuaRay Technology Co. Ltd., en.huaraytech.com +86-0571- 87235766 MVsales@dahuatech.com




